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SJ6802J
Carboxyl-Terminated Saturated Polyester Resin

Application Hybrid resin;
60/40 type, for epoxy resin.

Principal properties Good flow;
Applied to matting paints.

Specifications Appearance:
Color（50%DMF, Pt-Co）
Acid value（mgKOH/g）
Viscosity（ICI, mPa.s/200℃）

Softening point .℃(Ring＆ball)
Glass transition temp(Tg) .℃

Faint Yellow
≤ 250
48-55
2500-4500
105-115
≥52

Package and shelf life 25 kgs polyethylene bag
The resin should be stored indoors in the original, unopened and
undamaged containers in a dry place at storage temperature below 30℃.
Exposure to direct sunlight should be avoided. Under the storage conditions
the shelf life of the resin will be 12 months ex works.

Start formulation SJ6802J
E-12 (Two steps)
TiO2

Natural Barium
GLP588
Benzion
701B
SA2165D

330
220
300
118
10
5
5
12

Extrusion condition Extruder
Zone I temperature.℃
Zone II temperature.℃
Speed

SLJ-40
95-105
105-115
45Hz

Curing condition 190℃/15min
Film properties Thickness. μm

Gloss. 60°, %
Cross-hatch adhesion（2mm）

Storage experiments 40℃
Cupping test(Erichsen slow penetration)
Impact direct/reverse(Kgf.cm)
Pencil hardness

50-70
18-23
0
Good
≥7mm
50/30
1H
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